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Lead Free Faucets
All faucets conform to AB 1953 and 
2014 Federal Lead Free Standards.

 ANSI/A 112.18.1
1.8 GPM MAX @ 

60 PSI

Faucet Assesories

● For 1/2” NPT female faucet water inlets 
● 1/2” NPT brass pipe nipples
● Deep rosette basin washers
● 1/2” NPT & 1/2” NPT 90 degrees brass 
    sweat elbows

Wall Mount Faucet 1/2” NPT Mounting Kit

Item No. Description G. W. (lb) Qty. /case
AA-KIT Allows Installation Of Wall Mount Faucets And Wall Mount Pre-Rinses 0.5 1

AA-100G Right Cold
AA-101G Left Hot
(For AA-7xxG Series & AA-890G)

32 lb
100 /case

Compression Stem
AA-161G Right Cold
AA-162G Left Hot
(For AA-4xx Series)

10 lb
100 /case

Faucet Aerators
AA-00S05 0.5 GPM
AA-00S15 1.5 GPM
AA-00S18 1.8 GPM
AA-00S2 2.0 GPM

3 lb
100 /case

Supply Nipple Unit
AA-RWNG 1-1/2” x 3-3/8”
1/2” NPT

0.26 lb
2 /case

AA-104G Right Cold
(For AA-513G & AA-518G)

40 lb
100 /case

Handles with Index Kit
AA-122 Right Cold
AA-123 Left Hot

16 lb
100 /case

4” Wrist Handles Kit
AA-124 Right Cold
AA-125 Left Hot

23 lb
100 /case

AA-102G Right Cold
AA-103G Left Hot
(For AA-9xxG & AA-8xxG Series)

43 lb
100 /case

AA-110G Right Cold
(For AA-940 Series)

40 lb
100 /case

AA-800RC Right Cold
AA-800LH Left Hot
(For AA-988GT & AA-8xxGT)

43 lb
100 /case

AA-800RCS Right Cold
AA-800LHS Left Hot
(For AA-513GS & AA-8xxGS)

42 lb
100 /case

Cartridge Stem Unit

Compression Stem Unit

4” Wrist Handles Kit
AA-126 K-Bonnet
(For Hand Sink Series AA-4xx)

10 lb
100 /case


