
BKF-SWMPR-WB-G
Single Valve Wall Mount 
• Triple-Ply Hose Rated to 300 PSI
• 12” Wall Bracket 
• 1/4 Turn Ceramic Cartridge
• Integral Check Valve
• 1/2” Female Inlet

† ASME 112 .18 .1 / CSA B125 .1

BKF-BDMPR-WB-G
Deck Mount Base - No Valve

• Triple-Ply Hose Rated to 300 PSI
• 12” Wall Bracket 

BKF-8HDDPR-WB-G†

8” Deck Mount Pre-Rinse

• Triple-Ply Hose Rated to 300 PSI
• 12” Wall Bracket 
• 1/4 Turn Ceramic Cartridges
• Integral Check Valves
• Color Coded Hot & Cold Indicators
• 1/2” Female Inlets

C US

BKF-4HDDPR-WB-G†

4” Deck Mount Pre-Rinse

• Triple-Ply Hose Rated to 300 PSI
• 12” Wall Bracket 
• 1/4 Turn Ceramic Cartridges
• Integral Check Valves
• Color Coded Hot & Cold Indicators
• 1/2” Female Inlets

C US

BKF-SDMPR-WB-G
Single Valve Deck Mount
• Triple-Ply Hose Rated to 300 PSI
• 12” Wall Bracket 
• 1/4 Turn Ceramic Cartridges
• Integral Check Valve

BKF-BWMPR-WB-G
Wall Mount Base - No Valve
• Triple-Ply Hose Rated to 300 PSI
• 12” Wall Bracket 
• 1/2” Female Inlet

Part Number
* BKF-LF-SWMPR-WB-G

BKF-SWMPR-WB-G

Part Number
* BKF-LF-SDMPR-WB-G

BKF-SDMPR-WB-G

Part Number
* BKF-LF-BWMPR-WB-G

BKF-BWMPR-WB-G

Part Number
* BKF-LF-BDMPR-WB-G

BKF-BDMPR-WB-G
Part Number
* BKF-LF-8HDDPR-WB-G

BKF-8HDDPR-WB-G

Part Number
* BKF-LF-4HDDPR-WB-G

BKF-4HDDPR-WB-G
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